
XTREME BIO 
FILTERS

TANK 
DIMENSION

HAYWARD 
SWIMMING 

AQUA 
ULTRAVIOLE

AQUA 
ULTRAVIOLE

AQUADYNE
BEAD 

RF-1600 14 ½ x 32 S144T N/A N/A N/A

RF-1600 16 ½ x 33  S166T AUF0150 ULTIMA 2000 AQUADYNE 

RF-1800 18 ½ x 35 S180T N/A N/A
AQUADYNE 

1.1

RF-2000 20 ½ x 38 S210T N/A ULTIMA 4000 N/A

RF-2200 22 ½ x 43 S220T N/A ULTIMA 6000 N/A

RF-2400 24 ½ x 44 S244T
AUF0500 

(PREDATOR 
ULTIMA 
10,000

AQUADYNE 
2.2

RF-2700 27 ½ x 45 S270T N/A N/A N/A

RF-3000 30 ½ x 48 S310T
AUF1500 

(PREDATOR 
ULTIMA 
20,000

AQUADYNE 
4.4

REFIT KIT CONVERSION TABLE

   

A= Outside Tank Diameter
B= Opening Outside Diameter
C= Opening Inside Diameter
D= Inside Tank Depth
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All Dimensions are in inches

Requirements:
-  Must be clamp type
-  Opening with a rim thickness=1/4 inch

A

B

C

D

RF-1600 RF-1800 RF-2000 RF-2200 RF-2400 RF-3000Refit Kit
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Manufactured by SeaGateFilters, Inc.
6219 Gum Street Alexandria, VA  22310

703-627-7504
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